Frenchman River Model Works Framed Warehouse

Designed and mastered by
Thomas A Yorke
Produced by Frenchman
River Model Works

We offer many detail parts to complete your scene such as crates, barrels, 55
gallon steel drums, pallets, trash cans, electric meter assembly and many people
to populate your scene.
All these items are available separately at:
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when finished and let dry. As a last step, use acrylic Metallic Gun Metal very
lightly over the entire roof. Just give a hint of color overall. This will add a
realistic appearance of a metallic surface if done very lightly.
5. The Assembly and Final Details. I used a thin piece of Styrofoam for a
small base. Measure for the footings and front step and glue in place on the
base. After these are dry, the base can be given the finish application of
scenery. I use a darker color directly under the building to represent a dark
shadow. The signs can be added around the walls. After they are cut out,
apply a dark brown on the
card edges all round and
glue in place. A little dry
pigment can be used to
enhance the structure’s
walls a little if desired.
Don’t forget to weather
the little detail castings
as well.
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www.frenchmanriver.com
Thank you for purchasing this kit. We hope you enjoy building and displaying Framed
Warehouse as much as we have enjoyed producing it. If you have any questions or
comments, please email us at: frenchmanriver@gmail.com or send a letter to the address
below.

Made in the USA
Frenchman River Model Works
PO Box 86
Langdon, ND 58249
(701) 256-2129
www.frenchmanriver.com
Frenchman River Model Works reserves the right to change or alter this kit without prior
notice. This kit, its contents, and its packaging are all ©opyright protected.
© 2016 Thomas A Yorke
© 2022 James and Anna Cleveland

This is a great starting point for any number of applications including freight
depot, grain storage for a farm, warehouse for any number of businesses, or use
your imagination to come up with any number of ideas.

Cautions
Kit contains small and/or sharp parts
NOT SUITABLE FOR CHILDREN UNDER THE AGE OF 14
Always wear your safety glasses when you are working with CA glues and
when cutting, shaping, or snipping parts and when painting.
Also use adequate ventilation when working with glue or paint.
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Kit Contents
Resin Parts
1
1
2
1
8
1
1
2

Front Wall
Rear Wall
Side Walls
Concrete Steps
Brick Footings
Stacked Sacks*
Leaning Sacks*
Wooden Barrel*
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Miscellaneous
Parts
Card Sub Roof
(2) Corrugated Metal
Aluminum Flashing
Lumber
Sign Set

*Parts by Frenchman River Model Works

Kit Notes
This kit was originally designed by Thomas Yorke and is now being produced by Frenchman
River Model Works. We have tried to keep it as true to his original design and construction
as possible. Any notes or changes are marked with an asterisk.

Framed Warehouse

"This kit builds into a small framed warehouse typically found across
America from before the turn of the Century and still found in abundance
today all over this country." -Thomas Yorke

*These are instructions given by Thomas Yorke to achieve results similar to
his, see pictures on our website listing.
This is a fairly simple kit, but please read through the instructions and
study the drawings before starting any assembly. CA cement is
recommended for assembly of resin parts and white glue for wood to wood.
(*Clean up any “flash” on the resin castings. Wash all resin parts in
warm soapy water, rinse and dry)
1. The Resin Parts. After all resin parts have been prepared, assemble the
four walls together. Use a piece of glass to work on and be sure the lower
walls are all in line and flat. (*these walls are designed with a slight sag in
them, so be sure to account for this.) Reinforce the inside corners with 1/8”
square wood strips and let dry. (*we found this was not necessary, so did not
include it.)
2. The Sub-Roof. Cut the card supplied as per the drawings. Use CA
cement and bond the two pieces in place. Add a 1/8” piece of wood at the
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inner ridge line for strength. Use white glue here and let set.
3. The Painting. Use a can of spray paint in light gray for an undercoat of
all resin parts. This should be a light coat, not a heavy spray. Let these parts
dry well. The basic building is to represent one that has not been painted.
Mix up a batch of acrylic Burnt Umber stain with a drop of Black. This
should be a watery mix. This is a stain. Apply with a large, flat brush in
direction of the wood grain. This will not cover too well on the first try. Let
it dry. Use successive applications to build up the color to a rich dark brown.
Apply a few coats to all detail parts as well and let dry. Next mix up a batch
of thin black stain and apply a single coat to the building walls in the
direction of the wood grain. This should be a very thin stain and is only to
add some darkness into the grain and details. Let dry completely. While you
wait for this, the detail parts can be painted in acrylics. The brick footings
should be painted in Brick Red paint and when dry, sprayed with dulling
spray. Next is the application of the mortar lines. I use white Gesso for this.
Apply over one side at a time and be sure the paint enters the detail lines.
Immediately wipe off the excess on the brick surfaces with a clean rag. This
will leave white mortar lines and a thin layer of white on the bricks to tone
them down a little for a natural look. Repeat until all footings are finished
and set aside. The last step for the building sides is to use a dry-brush
treatment over all wood surfaces applied in the direction of the wood grain.
Use a bristle brush and dip into the bottle of Antique White acrylic and then
wipe off very well on a rag to remove most of the paint. Apply in direction of
the wood grain. Use light streaks and apply the color very gingerly. Some
boards will get more color than others giving a natural look to the walls. Not
all wood weathers the same. Just remember to use very little paint on the
brush and stroke until desired whiteness appears. Less is more!
4. The Finish Roofing. Cut the corrugated roofing into 3’ wide strips. See
drawings. These strips should overhang the card roofing by about 1/16” or so
all round. Use CA to bond to sub-roofing. Overlap corrugations as you go. Use
the aluminum tape and cut into 1/2” strips after lightly sanding the surface
to give it a tooth so the paint will stick. Bend over the roof ridge and lightly
push down the edge of the tape into the corrugations. Give the roofing a
light coat of spray brown. Use a small brush to paint the underside of the
overhang. I used Acrylic Aluminum paint to apply an uneven coating over the
roof. Paint each piece separately to preserve the look of individual roofing
strips. Use a large, flat brush and paint in the direction of the grooves. Do
not cover perfectly. Leave some areas brown in an uneven pattern. Use dry
pigment rusts to weather the roofing. Some sections should be almost
totally dark rust while others will be almost all silver. Apply a dulling spray
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